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PM Brook B.

STAGE: FINAL

CLIENT BANDAG

NAME M845 Greatec Product Sheet

2
TRIM 8.5" x 11"

BLEED .125"

FOLDED N/A

FILE CREATED AT 100%

COLOR CMYK

C  M  Y  K

Stone Rejector Platforms
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
Prevent trapped stones from pushing deeper into 
tread grooves and piercing belt layer, damaging 
belts and exposing them to rust.

Wide Grooves 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
Help reduce risk of groove cracking and 
combat retention of damaging stones for 
enhanced retreadability.

Aggressive Block Pattern 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
Designed with multiple gripping edges to 
promote wet traction.

Continuous Shoulder
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
Offers long, even wear and reduced rolling 
resistance by controlling movement of the ribs 
and blocks during rotation.
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PRECISELY THE RIGHT TIRE.

The Greatec M845 455/55R22.5 offers features made for 
high-scrub, urban environments. Because it’s a wide base tire, 
it allows for heavier loads, which means fewer trips for your 
trucks. It comes with next-generation WavedBeltTM technology 
that helps reduce irregular shoulder wear. Plus, its high-quality 
Bridgestone casing is highly retreadable.

GreatecTM M845TM

Engineered for High-Traction/High-Scrub Applications

Enhanced retreadability  �  Casing durability  �  Long, even wear
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Greatec M845 Innovations

Wide Base Radial
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Tough Sidewall 
Protection

Reinforced sidewalls 
minimize scuff 
damage and curb 
abrasion during 
frequent stopping 
and starting.

Extra-Deep and Extra-Wide Tread

Aggressive design delivers solid traction,  
long life and excellent handling.

Patented 
Turn-In Ply™ Design 

Promotes casing 
durability by 
wrapping the body
ply around the bead
bundle to reduce 
ply-end stress.

Special Tread Compounds

Long-wearing, scrub-resistant design 
delivers high removal mileage 
in urban/regional applications.

 Warranty information is available at bridgestonetrucktires.com or from your Bridgestone representative, dealer or truck stop.     †Estimated, subject to change.  

GreatecTM M845TM Innovations

Prove it to yourself. Run the only test that really matters: Try the Greatec M845 on your 
trucks, on your routes and with your drivers — in short, in your world. See for yourself how the 
Greatec M845 can cut your cost per mile. Call your Bridgestone representative today!
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Next-Generation 
WavedBelt™ Technology 

Exclusive next-generation 
design helps minimize irregular 
wear, especially at the shoulder 
area, by keeping crown shape 
to wearout.

Optimized Belt Design

Width and location of next-generation 
WavedBelt technology enhances 
durability and lowers rolling resistance 
by reducing deformation around the 
belt area.

Bridgestone Casings & Bandag Retreads: State-of-the-Art Smart. Pairing your Bridgestone casing with a Bandag 
retread extends the life of your tires and keeps your money where it belongs — with you. With specialized tread patterns that 
stand up to your operation’s demands, plus cutting-edge compounds that resist wear and tear, Bandag retreads perform like 
new tires at a fraction of the cost. To get all the facts, scan the code or visit retreadinstead.com.

 Greatec    Meas. Overall Overall Overall Static  Tread                           MAX TIRE LOAD  Max
 M845 Load Article Weight Rim Diameter Width Width Loaded Loaded Radius Revolutions Depth Single Dual  Speed
 Tire Sizes Range Number (Lbs/kg)† (in.) (in./mm) (in./mm) (in./mm) (in./mm) per Mile/km (32"/mm) Lbs@PSI/kg@kPa Lbs@PSI/kg@kPa (mph/kph)

455/55R22.5 L 241-422 218 14.00 41.9 18.1 19.4 19.9 496 23 11700@130 — 75
 metric   99  1064 459.7 492.8 505.5 308 18 5310@900 — 120
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